
 - according to DIN 71412
 - straight version A / 180°
 - drive-in-type with plain shank
 - standard versions according to DIN are made of steel,case-hardened, zinc-plated and passivated
 - for further types and materials, please see table, or upon request

Hydraulic-Type Grease Nipples DIN 71412
Hydraulic Drive-in Type Grease Nipples Type H1D

B      = Collar Ø
L1    = Shank Lngth
L2    = Total Length
Z Sh k ØZ      = Shank Ø
All measures in mm

Ref.- No.:
L1 L2 Shank Ø

PLHYH1DB0801 4 14 6 mm
PLHYH1DB0802 5,5 15 5 mm
PLHYH1DB0803 5,5 15 6 mm
PLHYH1DB0804 5,5 15 6,35 mm, 1/4"

B 8

Ref.- No.:
L1 L2 Shank Ø

PLHYH1DB1001 5,5 15 5/16"
PLHYH1DB1002 5,5 15 8 mm
PLHYH1DB1003 11 21 6 mm

Ref.- No.:

B 10

B 12
L1 L2 Shank Ø

PLHYH1DB1201 5,5 15 10 mm

 - according to DIN 71412
 - angled version B / 45°

drive in type with plain shank

Hydraulic-Type Grease Nipples DIN 71412
Hydraulic Drive-in Type Grease Nipples Type H2D

 - drive-in-type with plain shank
 - standard versions according to DIN are made of steel,case-hardened, zinc-plated and passivated
 - for further types and materials, please see table, or upon request

SW  = Wrench Size
L1 Sh k L thL1    = Shank Lngth
L2    = Total Length
WL   = Angle length
Z      = Shank Ø
All measures in mm

Ref.- No.:
L1 L2 WL Angle

PLHYH2DSW0901 5,5 20,5 10,5 45° 
PLHYH2DSW0902 5,5 20,5 10,5 45° 

6 mm
8 mm

SW 9 /square
Shank Ø

Ref.- No.:
L1 L2 WL Angle

PLHYH2DSW1101 5,5 20,5 10,7 45° 

SW 11 square 
Shank Ø
10 mm
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 - according to DIN 71412
 - angled version C / 90°
 - drive-in-type with plain shank
 - standard versions according to DIN are made of steel,case-hardened, zinc-plated and passivated
 - for further types and materials, please see table, or upon request

Hydraulic-Type Grease Nipples DIN 71412
Hydraulic Drive-in Type Grease Nipples Type H3D

SW  = Wrench Size
L1    = Shank Lngth
L2    = Total Length
WL A l l thWL   = Angle length
Z      = Shank Ø
All measures in mm

Ref.- No.:
L1 L2 WL Angle

PLHYH3DSW0901 5,5 18 14 90° 
PLHYH3DSW0902 5,5 18 14 90° 

6 mm
8 mm 

SW 9 square 
Shank Ø

Ref.- No.:
L1 L2 WL Angle

PLHYH3DSW1101 5,5 18 15 90° 

MOUNTING INSTRUCTIONS
For straight-type grease nipples, we recommend using the drive-in tool,
with which the nipple can be driven-in effectively and with care.
The exact size of the core hole depends on the material and must be

Shank Ø
SW 11 square 

10 mm

p
determined by mounting tests. The consistency of the receiving material
is decisive.
The standard gauge for the installation bore diameter corresponds
to the nominal width of the shank Ø.
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