
 - according to DIN 71412
 - angled version C / 90°
 - optionally available with square or hexagonal body
 - standard versions according to DIN are made of steel, case-hardened, zinc-plated and passivated
 - for further types and materials, please see table, or upon request

Hydraulic-Type Grease Nipples DIN 71412
 Hydraulic-Type Grease Nipples Type H3N

SW = Wrench Size
L1   = Thread Length
L2   = Total Length
WL  = Angle Length
GW  = Thread
All iAll measures in mm

Ref.- No.:
L1 L2 WL Angle

PLHYH3NSW0901 5,5 18 14 90° 
PLHYH3NSW0902 5,5 18 14 90° 
PLHYH3NSW0903 5,5 18 14 90° 
PLHYH3NSW0904 5,5 18 14 90° 

SW 9 /square
Thread 
M6 x 0,75
M6 x 1,0
M8 x 1,0
M8 x 1,25

Ref.- No.:
L1 L2 WL Angle

PLHYH3NSW09H01 5,5 18 13 90° 
PLHYH3NSW09H02 5,5 18 13 90° 
PLHYH3NSW09H03 5,5 18 13 90° 
PLHYH3NSW09H04 5,5 18 13 90° 
PLHYH3NSW09H05 5,5 18 13 90° 
PLHYH3NSW09H06 5,5 18 13 90° 
PLHYH3NSW09H07 5,5 18 13 90° 
PLHYH3NSW09H08 5,5 18 13 90° 

1/4" -28 UNF/NF/SAE
1/4" -26 BSF
1/4" BSW
M7 x 1,0

SW 9 /hex
Thread 
M6 x 0,75
M6 x 1,0

M8 x 0,75
M8 x 1,0,

PLHYH3NSW09H09 5,5 18 13 90° 
PLHYH3NSW09H10 5,5 18 13 90° 
PLHYH3NSW09H11 5,5 18 13 90° 
PLHYH3NSW09H12 5,5 18 13 90° 

Ref.- No.:
L1 L2 WL Angle

PLHYH3NSW1101 5,5 18 15 90° 
PLHYH3NSW1102 5,5 18 15 90° 
PLHYH3NSW1103 5 5 18 15 90°

SW 11 /square

1/8"-27 NPT/PTF

M8 x 1,25
5/16" -24 UNF/NF/SAE
5/16" -22 BSF
5/16" BSW

Thread 

,

M10 x 1,0
R 1/8, 1/8 -28 BSP

PLHYH3NSW1103 5,5 18 15 90  
PLHYH3NSW1104 7 42 15 90° 
PLHYH3NSW1105 7 42 15 90° 

Ref.- No.:
L1 L2 WL Angle

PLHYH3NSW11H01 5,5 20 14 90° 
PLHYH3NSW11H02 5,5 20 14 90° 
PLHYH3NSW11H03 5,5 20 14 90° 
PLHYH3NSW11H04 5,5 20 14 90° 
PLHYH3NSW11H05 5 5 20 14 90°

SW 11 /hex
Thread 
M10 x 1,0
M10 x 1,25
M10 x 1,5
R1/8, 1/8 -28 BSP
3/8" 24 UNF/NF/SAE

1/8 -27 NPT/PTF
M10 x 1,0
G1/8, 1/8 -28 BSPP

PLHYH3NSW11H05 5,5 20 14 90° 
PLHYH3NSW11H06 5,5 20 14 90° 
PLHYH3NSW11H07 5,5 20 14 90° 

Ref.- No.:
L1 L2 WL Angle

PLHYH3NSW14H01 6,5 22 14 90° 
PLHYH3NSW14H02 6,5 22 14 90° 
PLHYH3NSW14H03 6,5 22 14 90° 
PLHYH3NSW14H04 6,5 22 14 90° 

Thread 
M12 x 1,0
M12 x 1,5
M12 x 1,75
R1/4, 1/4 -19 BSP

3/8" BSW

SW 14 /hex

3/8" -24 UNF/NF/SAE
3/8" -20 BSF

PLHYH3NSW14H05 6,5 22 14 90° 

Ref.- No.:
L1 L2 WL Angle

PLHYH3NSW17H01 7 20 19 90°

1/4" -18 NPT/PTF
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SW 17 /hex
Thread 
R3/8, 3/8 -19 BSP

 
 


